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Wi-Fi TenedpoH INCOM-1000G nogaepxmBaeT pyHKUMto Autoprovision. baarogaps sto GyHKUUM

Tel'led)OH MOXeT CaMOCTOATE/IbHO aBTOMATUYECKU 3arpyKatb akTya/ibHble HaCTpO[;iKM.

Huke cxema onucbiBatoLwan NpuHUMN paboTbl Autoprovision.
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Cxema peann3oBaHa B 6 Waros:
1) TenedoH noagkntoyaetca K cetn Wi-Fi.
2) 3anpawwnsaet IP agpec y cepsepa DHCP.

3) Ecnm BkntoveHa onuusa DHCP 66, cepsep DHCP coobuiaeTt TenedpoHy IP agpec cepsepa
Autoprovision, ecnm ¢yHKUmMA 66 He ucnonb3yeTca, Torga Ha TenedoHe cepsep Autoprovision
NPONMCbIBAaEeTCA BPYUHYIO.

4) TenedoH 3anpawmsaeT cepsep Autoprovision Ha NpeaMeT NoABNEHUA HOBbIX GaiioB
KOHUrypaunu.

5) Cepsep Autoprovision cpaBHMBaeT AaTty co3gaHua ¢ainos el_common.ini n el_mac.ini Ha TenedoHe
¢ pannamm Ha cepBepe, 1 ecin Ha cepsepe painbl HoBee, TOrAa 3TU Gpakabl 3aKa4unBatoTCA Ha TenedoH.

6) Kak pesynbTupytowmii npumep Ha n3obpaxkeHUn nokasaHa perncrpauma tenedoHa Ha SIP cepsepe 3a cuet
NoJly4YeHHbIX AaHHbIX OT Autoprovision cepsepa.

Hactpoiika TenedoHa ana pabotbl ¢ cepsepom Autoprovision.

EcTb ABa BapuaHTa HAacCTPOMKK: nepsbii — BOMBATL IP agpec cepsepa Autoprovision Bpy4Hyto, BTOPOI
—uncnonb3osatb onumto DHCP 66.
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3axoaum Bo BKAagKy Admin menu (AoMUH. System
MeHto) (naponb no ymonuaHuto 000000), nanee Settings
BbibMpaem nyHKT 3: APS Address(unu APS agpec). I Password
Z VolIP Setting
1 APS Address
Firmuare Upgrade
Certs Manager
Ping Test
Select
Mcnonb3yem npotokon TFTP, HTTP nan HTTPs.
Ecnun HeT onuumn 66 Ha DHCP cepsepe,
yCTaHaB/nBaem eé 3HayeHue B “No”, B none
“Input IP or DNS” nponucbiBaem agapec cepsepa Input 1P or DS
2 ana Autoprovision. CoxpaHaem HaCTPOMKM HaxKaBs
knasuwy OK Ha KnaBmatype TenedoHa. Use BOOTP 66 option
] 3
i
Ecnn ncnonbsyem onumio 66, Toraa APS address
yCTaHaB/IMBaeM 3HavyeHue “Yes” B PROTOCOL
COOTBETCTBYIOLLEM Pa3gene U HAYEro He NULLIem T
B nosne “Input IP or DNS”. CoxpaHaem HacTPOMKK Input TP or DNS
3 HarkaB Knasuwy OK Ha KnaBuaType TenedpoHa.
Cance|

Ons Autoprovision TenedoH ncnonbsyeT ABa KOHPUTYpPaUNOHHbIX Ppaina. OanH ¢ 06wmMK
HACTPOMKAMM U Ha3bIBaeTCA OH “el_Common.ini”, moxeT 6biTb 04MHaKOB 1A Bcex TenedoHoB B ceTu. TyT
3a43t0TCA HACTPOWMKM NogkatoueHus K Wi-Fi M HacTpoliku no ¢yHKUMoHany TenedoHa (SpKOCTb 3KPaHa,
YPOBEHb FPOMKOCTU U T.4,. BTOpoW ¢palin ¢ KOHKPETHbIMK HacTpoikamu ana SIP pernctpaumm TenedoHa (noruH,
naposb, agpec cuncepsepa. Bropon daiin nmeet HaseaHue: “el_000000000000.ini” — BmecTo Hynek
HeobxoAMMO BrMcaTb MaK agpec TenedpoHa (ecTb Ha KOpobKe, a TaKKe B HAaCTPOWKax TenedpoHa, BBoautca bes
OBOETOUMI).

Huxxe cogeprkaHuna ¢anna el_Common.ini.

MO3KHO KOPPEKTUPOBATb ro Ha CBOE YCMOTPEHME:

el Common .ini
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[SYSTEM]
Language =1
Admin_Password = 000000

Country_Tone_Type =1

[RTP_RTCP]

Use RTCP=1

RTP_Port_Min = 9000
RTP_Port_Max =9020
RTCP_Report_Interval = 5000

Last_RTP_Received Timeout=0

[TIME]
NTP_Refresh_Interval = 7200
NTP_Serverl = 203.248.240.103

NTP_Server2 = 203.254.163.74

[SIP]

Local_Port = 5060
[BASIC_CALL]
Use_Call_Waiting=1
Session_Expire = 1800

Remove_DASH_On_Alias=1

[MWI]

Use_ MWI=1
Use_Subscribe =1
Subscribe_Server =

Subscribe_Expire = 3600
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VMS_Alias =

[WIFI]

Enable_Check_Server Cert=0

Force_Enable_Short Pream

Default_WEP_Key =1
WEP_Keyl = WEP_Key2
= WEP_Key3 =

WEP_Key4 =

Post_Authentication_Mode =0

8021X_Name =

80121X_Password =

WPA_PSK_PassPhrase = un1d4t4wpu7700

WPA _PSK_Key=5ae4b848d871fdcba8dda23716245901b0e5ea8047b06e4445e94d96ec27ee23

Use WPA_PSK _Key Hex Mode =1

Proactive_Key_Caching=1

PMK_LifeTime = 43200
PMK_Max_Count =32
DiffServ_Signal = 46
DiffServ_Media = 46
WMM =1
Jitter_Buffer_Size = 60
Payload_Type =8,18,0

Multiframe = 2,2,2

[NETWORK2]

Enable =0
SIP_Outbound_Proxy =
SSID = wifi

Enable DHCP =1
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Address =0.0.0.0

Netmask = 255.255.255.0
Gateway =0.0.0.0
DNS1=0.0.0.0

DNS2 =0.0.0.0

Security =1

WEP_Bits =0
Default_WEP_Key =1
WEP_Key1 = 123456789
WEP_Key2 =

WEP_Key3 =

WEP_Key4 =
Post_Authentication_Mode =0
8021X_Name = 8021X_Password =
WPA_PSK_PassPhrase =
WPA_PSK_Key =

Use WPA_PSK _Key Hex Mode =1
Proactive_Key_Caching=1
PMK_LifeTime = 43200
PMK_Max_Count = 32
DiffServ_Signal = 46
DiffServ_Media = 46

WMM =1

Jitter_Buffer_Size = 60
Payload_Type =8,18,0

Multiframe = 2,2,2

[NETWORK3]
Enable=0

SIP_Outbound_Proxy =
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SSID = VolP
Enable_DHCP =1

Address =0.0.0.0

Netmask = 255.255.255.0

Default_WEP_Key =1
WEP_Keyl =
WEP_Key2 =
WEP_Key3 =

WEP_Key4 =

Post_Authentication_Mode =0

8021X_Name =

8021X_Password =

WPA_PSK_PassPhrase = un1d4t4wpu7700

WPA _PSK_Key = 5ae4b848d871fdcba8dda23716245901b0e5ea8047b06e4445e94d96ec27ee23

Use WPA_PSK _Key Hex Mode =1

Proactive_Key_Caching=1

PMK_LifeTime = 43200
PMK_Max_Count =32
DiffServ_Signal = 46
DiffServ_Media = 46
WMM =1
Jitter_Buffer_Size = 60
Payload_Type = 8,18,0

Multiframe = 2,2,2

[NETWORK4]

Enable =0
SIP_Outbound_Proxy =
SSID = VolP

Enable DHCP =1
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Address =0.0.0.0
Netmask = 255.255.255.0
Gateway =0.0.0.0
DNS1=0.0.0.0

DNS2 =0.0.0.0
Security =2
WEP_Bits =0
Default. WEP_Key =1
WEP_Keyl =
WEP_Key2 =
WEP_Key3 =

WEP_Key4 =

Post_Authentication_Mode =0

8021X_Name =

8021X_Password =

WPA_PSK_PassPhrase = un1d4t4wpu7700

WPA _PSK_Key = 5ae4b848d871fdcba8dda23716245901b0e5ea8047b06e4445e94d96ec27ee23

Use WPA_PSK _Key Hex Mode =1

Proactive_Key_Caching =1

PMK_LifeTime = 43200
PMK_Max_Count = 32
DiffServ_Signal = 46
DiffServ_Media = 46
WMM =1
Jitter_Buffer_Size = 60
Payload_Type =8,18,0

Multiframe = 2,2,2

[SOUND]

Bell_ID = Ox1
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Bell_Volume =6

Effects_Button_ID = 0x00010101
Effects_Button_Volume =4
Effects_PowerOn_ID = 0x00030001
Effects_PowerOn_Volume =4
Effects_PowerOff ID = 0x00040001
Effects_PowerOff Volume =4
Info_Battery_ID = 0x00080001
Info_Battery_Volume =2
Info_Window_ID = 0x00080002
Info_Window_Volume = 2
Info_Network_ID = 0x00080000

Info_Network_Volume =2

[PROVISION]
Firmware_Version =
Firmware_Name =

Phonebook_Name =

Monb3oBatenbckuit pann el_000000000000.ini cogepuUT cnegyowme
nons:

el_00:00:00:00:00:00.ini
[USER_ACCOUNT]
Displayname =
Phone_Number =
User_ID =
User_Password =
[SERVER_SETTINGS]
1st_Proxy =

2nd_Proxy =
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Domain_Realm =

Register_Expire = 3600
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